
Acústica Integral
making acoustics

Presentation Advantages

©
 A

C
Ú

ST
IC

A 
IN

TE
G

R
AL

, S
.L

. -
 2

02
6 

- R
es

er
ve

s 
th

e 
rig

ht
 to

 in
tro

du
ce

 c
ha

ng
es

 w
ith

ou
t p

rio
r n

ot
ic

e.

www.acusticaintegral.com info@acusticaintegral.comProfessional Noise Solutions

Applications

Management system certified 
in accordance with ISO 9001

The RS range of acoustic doors designed and manufactured 
by Acústica Integral meets all market requirements. These 
are certified, high-performance, high-quality and robust 
doors.

FC-RS5FS-EN
Rev9-01/07/2026

2 advantages in the same product – Fire rated door with a 
high acoustic insulation of 41dB. Without lower threshold.
Automated manufacturing process. Standard models and 
special manufacturing.
Special accessories: Door closers. Push-bar.

RS5FS - 41 dB
Acoustic and Fire rated Steel Door
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FC-RS5FS-EN
Rev9-01/07/2026RS5FS - 41 dB

Acoustic and Fire rated Steel Door

Diagrams / Sketch

Technical Data

RS5FS
Overall sound reduction index , Rw (C;Ctr): 41 (-1;-2) dB
Overall weighted sound reduction index A, RA: 40,7 dBA
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Certification

Single leaf (W x H in mm.)
Model Int. Dim. Ext. Dim.

RS5FS/01 800 x 2000 850 x 2025
RS5FS/02 900 x 2000 950 x 2025
RS5FS/03 1000 x 2000 1050 x 2025

Double leaf (W x H in mm.)
Model Int. Dim. Ext. Dim.

RS5FS/21 1400 x 2000 1450 x 2025
RS5FS/22 1600 x 2000 1650 x 2025
RS5FS/23 1800 x 2000 1850 x 2025
RS5FS/24 2000 x 2000 2050 x 2025

Unequal leaves (800+600) for RS5FS/21

Description: 67mm thick steel fire rated and acoustic door 
(77mm thickness for double leaf) composed by frame and 
leaf manufactured with a 1.2mm thick polished metal sheet. 
Inner filling of the leaf: soundproofed and absorbing materials. 
Equipped with black foam rubber and perimetral acoustic and 
intumescent seals. Without lower threshold. Rising hinge.
Closure: Pressure using an inside cam latch.
Surface finishing: Synthetic primer (prepared for painting).
Heat transfer coefficient Ud: 1,84 W/m²K.
Acoustic certificate: Valid for the door without accessories.

Exterior Dimensions

Interior Dimensions
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Detail of the lower threshold

(Note: 77mm thickness for double leaf)

Detail of the frame

Note: Maximum opening for leafs: 160º

EI260
Fire resistance

38dB
Isolation

Panic bar
41dB

Isolation

Pressure handle


